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2 3 L1 Series

Making  
happy work

To meet the constantly changing demands of your  

working day, the equipment you rely on has to deliver 

maximum performance – all day long. Which is just  

what the L1 Series tractors were designed to do.  

Hard working, flexible and easy to operate,  

they provide tremendous value for money  

over their working life.

Always willing, never tired
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4 5 L1 Series

Thanks  
for making 
our house  
a home

The affordable L1 Series tractors pack a real punch. 

The efficient high-torque diesel engine delivers ample 

power to tackle a wide range of tasks while returning 

impressive fuel economy figures. Plus the engine is 

easily accessible to keep routine maintenance simple 

and costs reduced.

Taking a load off your hands
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Whether collecting firewood, feeding livestock or looking after your 

grounds, the L1 Series tractors are amazingly versatile. The powerful PTO 

allows you to use a wide range of implements to help with your work, while 

the L1’s legendary reliability ensures an excellent return on investment.

Your trusted workmate – day in, day outFrom sun up 
to sun  
down, it’s  
always  
there for you
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The tough and rugged L1 Series tractors are ideally equipped to perform a 

wide range of tasks. With their powerful diesel engine, robust drive chain 

and impressive lifting capacity, they combine practicality with versatility. 

And, like all Kubota tractors, unbeatable value for money.

Helping you work more efficientlyVersatility, 
power and 
value –  
every day
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The compact all-rounder

The tractors in the L1 series are all-rounders in the best 

sense. Their powerful front loaders and the numerous 

attachment options are optimised for a variety of uses in 

a wide range of applications. The L1 series comes with 

three different models, each with its own power, design 

and construction. This allows you to select the model 

that is best suited to your needs.

Model L1361 L1421 / L1501

Weight kg 1,245 1,635/1,805

Transmission type mechanical or hydrostatic mechanical or hydrostatic

Mechanical transmission no synchronization fully synchronized

Drive system mechanical  

connection

electro-hydraulic

connection

Lift capacity (rear) kg 906 1,750

Max. speed km/h 25 30

Rear PTO engagement mechanical hydraulically

Engine D1803 V2203/V2203 T

Steering wheel fixed adjustable

#Highlights

Perform any task 
confidently
Robust and fitted with high quality equipment, 

the L1 Series tractors adapt perfectly to your 

needs. With their powerful diesel engines, 

robust drive trains and greater lifting capacity, 

this series offers unbeatable value for money.

RZ_KUBO_143_L1_Brochure all languages.indd   10-11RZ_KUBO_143_L1_Brochure all languages.indd   10-11 20.03.2020   14:44:2020.03.2020   14:44:20



12 13 L1 Series

Did you know?

  

Did you know that Kubota 

produces its own engines and 

that Kubota is the global market 

leader for industrial diesel 

engines under 100 hp? You might 

be surprised to learn under which 

bonnets Kubota engines are at 

work. Top quality and efficiency 

are the main ingredients of this 

success.

#Engines

Engines that love working hard

Quiet and powerful, the engines combine durability, 

productivity and ample power reserves to support your 

daily work. The engines are available with outputs from 

27 kW (37 hp) to 36 kW (49 hp). Their large displace-

ment delivers high levels of torque to ensure you always 

have plenty of power available.

Easy maintenance

The designers of the L1 Series placed great emphasis 

on ease of maintenance to make your daily maintenance 

tasks simpler. You can open the one-piece bonnet of 

the L1361 wide and removing the side panels of L1421 

and L1501 is simple. All important maintenance points, 

such as filters, coolers, grease nipples, etc., are easily 

accessible.

Powerful engines  
for tough jobs
Strong by design. The L1 Series tractors are equipped with the latest 

generation of powerful E-TVCS diesel engines. These modern engines 

from Kubota are characterised by high performance and excellent power 

reserves. They are appreciated for their outstanding reliability and comply 

with all applicable emission standards. So you can perform any task easily 

and confidently.

Fill up once, work long

Ready to get busy? There’s no danger of running low on 

fuel with the L1 Series tractors: the generous fuel tank of 

the L1361 holds a full 38 liters of diesel and it goes up to 

54 liters in the L1501.
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Transmission equipment

L1361 DW (27 kW; 36 hp) mechanical gearbox 

L1361 DHW (27 kW; 36 hp) HST hydrostatic transmission

L1421 DW (33 kW; 45 hp) mechanical gearbox with synchronized reverse circuit

L1421 DHW (33 kW; 45 hp) HST hydrostatic transmission

L1501 DW (36 kW; 49 hp) mechanical gearbox with synchronized reverse circuit

L1501 DHW (36 kW; 49 hp) HST hydrostatic transmission

Always the right speed

Heavy pulling work, mowing, and then onto the road: 

with the optional triple-range HST hydrostatic transmis-

sion, it’s simple to find the right speed for every job. The 

gearbox constantly maintains an optimum transmission 

ratio for three speed ranges to ensure the ideal working 

speeds. Fitted as standard for L1421 and L1501, the 

cruise control function lets you set the speed you want 

at the touch of a button.

Gentle on the accelerator pedal

The hydrostatic transmission’s hydraulic servo pre- 

control makes it much easier to operate the accelerator 

pedal. This is because the pedal forces remain very low, 

regardless of the load. What’s more, no vibrations are 

transmitted to the control element. This means you can 

safely and conveniently alter the driving speed or effort-

lessly switch from forward to reverse driving.

#Transmission

The right gear for every task

With multiple forward and reverse gears, the versatile 

manual transmission offers the right ratio for every task. 

The sensibly graded gears ensure that you will always 

find the right working speed to suit each application. 

The mechanical reverse gear is easy and intuitive to 

operate. Its gearshift lever is ergonomically positioned 

so that you can quickly and conveniently change the 

direction of travel.

Precise and 
efficient  
gear shifting
The L1 Series offers a choice of two transmission 

systems. With its synchronised reverse gear, the manual 

transmission enables highly efficient working in the 

field. The HST hydrostatic transmission with three speed 

levels offers unsurpassed responsiveness. Thanks to a 

sophisticated servo-hydraulic mechanism, the tractors 

respond responsively to the slightest pressure on the 

foot pedal.
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Light-action power steering

All Kubota tractors are equipped with all-

wheel drive and smooth power steering. 

To prevent fatigue, the all-wheel drive 

models are equipped with smooth power 

steering. The fully hydraulic steering re-

sponds very sensitively and the operating 

forces remain low even when using a 

front loader or heavy front implements.

Excellent maneuverability and plenty 

of ground clearance

The double bevel wheel drive front axle 

is a superior feature on these tractors. 

It produces an extremely small turning 

circle with full power transmission to the 

wheels at all steering angles. Thanks to 

the enormous steering angle, the robust 

front axle construction delivers out-

standing maneuverability with maximum 

ground clearance. This makes these trac-

tors impressive even where space is tight 

or obstacles need to be overcome.

Safe braking for longer

The wet disc brakes on the tractors re-

spond to even the slightest foot pressure 

and ensure even braking. Because the 

brake discs run in an oil bath, they are 

extremely wear-resistant and durable.

L1421/L1501 operator platform

A compact  
tractor that’s 
big on comfort
The L1 Series is conclusive proof that even compact 

tractors can be big when it comes to comfort. The 

platform offers the driver a modern workplace that 

makes all the difference in terms of safety, comfort 

and ergonomics. Great for long days at the wheel.

Impressive design

The modern, practical design of the trac-

tors is impressive from front to back with 

smooth, rounded contours that guaran-

tee an excellent view of working areas. 

The slim, one-piece bonnet makes a spe-

cial contribution to this. The clear view 

is especially handy when working with 

rear-mounted implements or with the 

front loader. The design of the L1 Series 

increases productivity so you can work 

more precisely, efficiently and quickly.

Take a seat and enjoy the comfort

Anyone who spends time on the plat-

form of the L1 Series tractors will notice 

straight away that the focus is 100% 

on the operator. Generously laid out, 

ergonomically designed and with op-

timally positioned controls, it offers an 

extremely comfortable workplace. The 

generous legroom and the spring-loaded 

driver’s seat contribute to this, as does 

easy access and exit and the individually 

adjustable steering wheel, with which 

models L1421 and L1501 are equipped 

with. This means you can work for many 

hours without getting tired. A foldable 

roll bar (ROPS), integrated toolbox and 

cup holder complete the well thought-out 

concept.

L1361 operator platform

#ROPS
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Easy mounting of implements

The powerful and easy to handle rear linkage with lifting 

capacities of up to 1,750 kg is perfectly matched to the 

tractors. This enables the use of a wide variety of at-

tachments and means you can perform a much broader 

range of tasks. Mounting implements to the rear linkage 

is simplicity itself. The standardised rear PTO shaft on 

the L1421 and L1501 can easily be electro-hydraulically 

engaged, independent of the drive.

Versatile front mounting area

Depending on the model, the optional front PTO shaft 

makes the front of the tractors a fully-fledged attach-

ment space that can be used for many purposes. 

Together with the rear mounting space, this opens 

up a wide range of different possibilities for operating 

combinations of implements. If required, the lifting arms 

can be folded up, for example to provide greater ground 

clearance.   

High power  
guaranteed
The great versatility and performance of the L1 Series is based on the 

powerful and reliable hydraulic system with its high lifting capacity. Thanks 

to their high lifting power, the tractors have the necessary power reserves 

even for demanding jobs. The simple mounting and dismounting of the 

implements is another factor that increases efficiency and productivity.

Continuously running PTO shaft

The L 1361 HST and gear driven models have a contin-

uously running rear PTO for easier operation. The HST 

models also feature an overrunning clutch on the PTO to 

protect the transmission against excessive loads. Last 

but not least, a stationary PTO enables the use of vari-

ous implements, such as a shredder or wood splitter.

#Hydraulics
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Simple operation

Even the challenging front loader work 

should be as easy as possible for you. 

The modern joystick control is convenient 

and effective to use, even when the front 

loader swing arm and the implement 

need to be controlled simultaneously.

Totally resilient

As is the case with the front loaders, 

the heavy-duty hydraulic cylinders are 

designed for robust front loader applica-

tions and a long service life. The hydraulic 

lines are well protected and run inside the 

swing arm to give you a clear view of your 

working area.

New, versatile front loader

Constantly striving to offer even more ef-

ficiency, Kubota has developed the L1361 

front loader into the LA525, which is even 

more versatile. The LA525 is a fully inte-

grated front loader with a rounded swing 

arm design that is easy to use.

#Front loader

Rapid mounting

The L1 Series tractors feature a system 

for uncomplicated and tool-free front 

loader mounting and dismounting. 

Locking bolts and hydraulic connections 

can be coupled without tools. With its 

innovative quick attachment system and 

integrated stowage supports, the front 

loader can be assembled and disas-

sembled in just a few minutes. A quick-

change frame (skid steer) facilitates the 

mounting and dismounting of working 

tools and extends the tractor’s range of 

applications in no time at all.

Quick change of tools

Available as an option, the quick-change 

system for different shovels, pallet forks 

or bale forks, for example, makes it easy 

to mount and dismount tools with mini-

mum time and effort.

New levels of  
productivity
The front loader from Kubota is optimally matched to 

the compact tractors of the L1 Series. Lifting forces, 

lifting heights and dimensions are all perfectly adapted 

to the machines. The front loader demonstrates great 

versatility and performance, even with heavy loads. An 

excellent view of the working area is guaranteed at all 

times.

Did you know?

  

Did you know that Kubota 

is not only one of the top 50 

most recognised brands in 

Japan, but also one of the 

largest tractor manufac-

turers in the world? In 2014 

alone, Kubota produced 

more than 180,000 tractors. 
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L1361

L1421/L1501

L1 Series

Model L1361 L1421 L1501

A Total length mm 3,030 3,170 3,245

B Wheelbase mm 1,610 1,895 1,915

C Height mm 2,460 2,500 2,550

D Width (min./max.) mm 1,290 1,500

E Track width (front/rear) mm 1,085/1,015 1,145/1,140 1,340/1,125

F Ground clearance mm 350 360 390

Dimensions given for L1361 with ag tyres : front 7 - 16 / rear 11.2 - 24
Dimensions given for L1421 with ag tyres : front 8 - 16 / rear 13.6 - 24
Dimensions given for L1501 with ag tyres : front 9.5 - 16 / rear 13.6 - 28

Front loader model LA525EC LA714EC LA854EC

Fitting to base machine L1361 L1421 L1501

Manufacturer Kubota Kubota Kubota

Max. lift height (to bucket pivot pin) mm 2,403 2,596 2,863

Max. lift height (under level bucket) mm 2,403 2,392 2,659

Clearance with bucket dumped mm 2,233 1,990 2,255

Digging depth mm 167 123 177

Lift capacity (bucket pivot pin, 1.500 mm height) kg 676 1,068 1,405

Lift capacity (500 mm forward, 1500 mm height) kg 536 856 1,138

Lift capacity (bucket pivot pin, max. height) kg 513 860 1,129

Lift capacity (500 mm forward, Max. height) kg 388 652 852

Breakout force (bucket pivot pin) N 10,951 15,269 18,662

Breakout force (500 mm forward) N 8,335 11,788 14,533

Raising time (rated flow) s 3.1 3 4.2

Lowering time s 2.3 2.4 2.8

Bucket dumping time s 2.7 3.3 3.3

Bucket rollback time (rated flow) s 1.9 1.6 2.3

Quick hitch optional optional optional

#Technical data

Model L1361 DT L1361 HST L1421 DW L1421 HDW L1501 DW L1501 HDW

Cab/ROPS ROPS ROPS ROPS ROPS
ROPS /  

optional cab
ROPS

Engine

Manufacturer Kubota Kubota Kubota

Model name D1803 V2203 V2403-T

Cylinder number 3 4 4

Displacement cm3 1,826 2,197 2,434 Turbo

SAE Output (gross) kW (hp) 27 (37) 33 (45) 36 (49)

Rated RPM rpm 2,500 2,700 2,600

Max. torque Nm 123 141 164

Fuel tank capacity l 38 50 54

Transmission

Transmission type FST HST FST HST FST HST

Max. speed (depending on the tyres) km/h 25 30 30

F/R 8F/4R 3 range HST 8F/8R synchro 3 range HST 8F/8R synchro 3 range HST

PTO

Rear PTO rpm 540 540 540

Rear PTO operation mechanical hydraulically hydraulically

Hydraulic, 3p

Pump capacity l/min 45.5 55.6 55.6

Pump capacity working hydraulics l/min 28.3 37 37

Pump capacity steering l/min 17.2 18.6 18.6

No. of valves (serial) – 1 1

No. of valves (optional) (max) 3 3 3

Rear Hitch: 3 point hitch SAE category 1 SAE category 1 SAE category 1

Max. rear lifting capacity (at lift points) kg 906 1,750 1,750

Steering Hydraulic power steering Hydraulic power steering Hydraulic power steering

Steering adjustment – Serie Serie

Transport weight kg 1,245 1,635 1,670 1,805 1,850

Total permissible weight kg 2,300 3,230 3,435

Permissible front axle load kg 870 1,360 1,450

Permissible rear axle load kg 1,430 2,140 2,710

Turning radius cm 250 315 350

Permissable trailer load with no brakes kg 974 2,500 2500

Permissable trailer load with brakes kg 2,014 6,000 6,000

All data without guarantee, status 08-2019, subject to change without notice.
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Kubota (U.K.) Limited
Dormer Road Thame, Oxfordshire, OX9 3UN

http://www.kubota.co.uk

Every effort has been made to ensure that the contents of this publication were accurate and up-to-date at the time of going to press. 

All rights reserved. No part of this publication may be reproduced in any form by any means, without prior permission of Kubota. Kubota 

reserve the right as a manufacturer to amend and update any specification or performance information without notice, if required.
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